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STORM DRAIN
WATER LINE

SANITARY SEWER

12' 12'

CL

LOCAL - 60' RIGHT-OF-WAY

2% SLOPE 2% SLOPE

1" DIA. POLYETHYLENE
SDR-7 PURPLE PIPE

NOTES:

1. MINIMUM SURFACE RESTORATION SHALL BE 3" (OR EXISTING +1" IF GREATER)
BITUMINOUS OVER 8" ROADBASE COMPACTED TO 95% AT MAJOR STREETS, CITY
ENGINEER WILL PROVIDE PAVEMENT DESIGN.

2. SERVICES MAY BE TUNNELED OR JETTED UNDER CURB AND GUTTER, DRIVEWAYS,
OR SIDEWALKS. OTHER STRUCTURES MAY BE OPEN CUT WITH FULL SURFACE 
RESTORATION AT THE ENGINEERS DISCRETION.

3. IF TAPPING SADDLES ARE USED, METHOD OF SAWING/ DRILLING TAP HOLES, TYPE
OF SADDLE, PROCEDURES MUST BE APPROVED BY THE ENGINEER PRIOR TO 
INSTALLATION.

4. POLYETHYLENE PIPE SHALL BE SDR-7-PE 3408 MANUFACTURED TO MEET THE 
REQUIREMENTS OF ASTM D-2737.

5. MAIN IRRIGATION LINES 6" OR 8" SHALL BE PVC PURPLE C-900. MAIN IRRIGATION
LINES 10" AND LARGER SHALL BE DUCTILE IRON PIPE WITH PURPLE 
POLYETHYLENE WRAP.

6. ALL CONNECTIONS SHALL BE MADE WITH FORD Q WITH INSERT OR MUELLER 110
COMPRESSION WITH INSERT.

7. MINIMUM DISTANCE BETWEEN TAPS, ANY FITTINGS OR BELL JOINT SHALL BE 24".

8. ALL PIPE SHALL BE BURIED WITH METALLIC LOCATER TAPE AND TRACER WIRE 6"
MINIMUM ABOVE THE PIPE TO ALL VALVES AND METER BOXES.

9. CONTRACTOR SHALL BE RESPONSIBLE FOR MEETING ALL OF THE REQUIREMENTS
ESTABLISHED FOR SAVE TRENCHING. (SEE OSHA REQUIREMENTS)

10. ALL CONSTRUCTION SHALL COMPLY WITH HERRIMAN CITY STANDARDS, 
SPECIFICATIONS AND ORDINANCES.

11. TRENCHING SHALL CONFORM TO CW-02.

12. ALL SECONDARY WATER LINES SHALL BE PRESSURE TESTED USING AIR TEST 
METHOD AND ARE REQUIRED TO HOLD 35 PSI FOR 2 HOURS.
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1" PVC TRUE UNION THREADED
BALL VALVE APPROVED BY ENGINEER

FUTURE NEPTUNE POSITIVE
DISPLACEMENT METER
(TO BE PURCHASED BY
LOT OWNER FROM CITY)

DETAIL B

STRAIGHT METER COUPLING
MIP X METERNUT #C3844

FLOW

SPOOL TO MATCH SERVICE LINE
SIZE LENGTH:1" = 10.75"
2" = 15.25"
3" = 17"

STRAIGHT METER COUPLING
MIP X METERNUT #C3844

3
4" MINUS GRAVEL

COMPRESSION
FITTINGS FORD C-16-44
MULLER 15454

SANITARY
SEWER

PRESSURE IRRIGATION
PIPE 2'-0" FROM LIP OF CURB

WATER LINESTORM DRAIN

CARSON 1324-15-36 METER BOX
(SEE DETAIL B) TYPICAL

LOT LINE

LO
T 

LI
N

E

SIDEWALK PARK
STRIP

1'-0" 1'-0"

2'
2'

1" BRONZED SERVICE SADDLE
(FORD 1101-6-Q) WITH INSERT OR
MUELLER 110 COMPRESSION WITH
INSERT ALONG WITH 1" CORPORATION
STOP COUPLING ADAPTER
(FORD- C 86-66 OR MUELLER B- 25005)

1" STOP AND WASTE VALVE
S&W FIP/FIP H10288

OR
B11-444 SWM

CURB BOX LID 2" IRR. 5627L MINNEAPOLIS
2" FEMALE ADAPTER SXFIPT SCHEDULE 40

2" SCHEDULE 40 PIPE

SCHEDULE 40 PVC 1"
WITH CAP

SECONDARY WATER LINE

1" STOP AND WASTE VALVE
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VALVE BOX COVER MARKED "IRRIGATION"

20" DIAMETER CONCRETE COLLAR

12" ROAD BASE

IMPROVED ROAD SURFACE OR GROUND LINE

SECONDARY PVC WATER LINE
 ATTACH MJ X FL TEE WITH

FLANGED COUPLING ADAPTERS

CONCRETE THRUST BLOCK

MJ X FL TEE

FL X FL 45° ELBOW

CONCRETE THRUST BLOCK

(1) #4 REBAR
CONCRETE THRUST BLOCK

FL X MJ GATE VALVE
(2)#4 REBAR

FLEXIBLE COUPLING

SHRINK PROOF GROUT

EXISTING STORM
SEWER PIPE OR BOX

SLOPE DRAIN TO STORM
DRAIN BOX

VALVE BOX COVER MARKED "IRRIGATION"

SEE PLAN DETAIL BELOW

12" ROAD BASE

IMPROVED ROAD SURFACE
OR GROUND LINE

SECONDARY PVC WATERLINE ATTACH
PVC TEE OR BRONZE SERVICE SADDLE
WITH BRONZE STRAPS FORD FB-202B

MUELLER 110 COMPRESSION WITH INSERT
OR FORD Q WITH INSERT CONNECTOR

2" DIAMETER POLYETHYLENE
SDR 7 PIPE

EXISTING STORM SEWER
PIPE OR BOX

SHRINK PROOF GROUT
SLOPE DRAIN TO STORM  DRAIN BOX

2" GATE VALVE WITH
SQUARE OPERATING NUT4" DRAIN VALVE DETAIL

1" & 2" AIR VACUUM RELIEF DETAIL

2" DRAIN VALVE DETAIL

MANHOLE
RING AND
COVER

1" OR 2" BALL
VALVE WITH
HANDLE

BLIND
FLANGE

CONE SECTION

1" OR 2" COMBINATION
AIR AND VACUUM
RELIEF VALVE

FINISH GRADE

MANHOLE
STEPS

1" OR 2"
BRASS

 NIPPLE

HOLE FOR PIPE SHALL BE LOCATED
90°-180° AWAY FROM MANHOLE STEPS

#14 MESH .025' WIRE
(NON-CORRODIBLE SCREEN)

18
"

RING - SIZE AS REQUIRED
TO MATCH FLANGE

3/4"Ø STAINLESS STEEL BOLTS

SEE DRAWING CW-09 FOR
VENT COVER DETAIL

NOTES:

1. VENT SHALL BE LOCATED IN PARK STRIP
OR CITY PROPERTY.

2. SCHEDULE 80 PVC PIPE OR GALVANIZED
STEEL MAY BE USED BETWEEN AIR/ VAC
AND THE STAND PIPE.

2% SLOPE TO
CHECK VALVE

UNION

3
4" DRAIN GRAVEL:

6" BELOW FLANGE 6"
BELOW PIPE

GALVANIZED STEEL

MUELLER 110 COMPRESSION WITH INSERT OR
FORD C-86-77 WITH INSERT CONNECTOR

12" TYP.

TEE (SEE PLANS FOR SIZE)

WATER

PLAN
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2" SQUARE OPERATING NUT

FINISH GRADE

MINIMUM 2'-0" OF WIRE
COILED IN VALVE BOX

DRILL HOLE FOR TRACER WIRE
6" BELOW GROUND LEVEL

THRUST BLOCKS AS PER
APWA SPECIFICATIONS

GATE VALVE 8" AND UNDER. BUTTERFLY
VALVE REQUIRED 10" AND GREATER VALVES
(SAME SIZE AS PIPELINE)

TRACER WIRE

PIPE SIZE AS SHOWN ON PLANS

CASH IRON ADJUSTABLE
VALVE BOX

NOTE:

1. VALVE BOX SHALL BE CLEAN, PLUMB AND PROPERLY 
ALIGNED ON THE VALVE.

DBR WITH WIRE NUT CONNECTOR

PLAN

IRRIGATION

TRACER WIRE

PROFILE
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LEGEND
CONTROL VALVE

REDUCED PRESSURE PREVENTER

INSTA LOCK (A-B)

SLEEVE

POLYVINYL CHLORIDE PIPE

DUCTILE IRON PIPE

VERSIGARD RUBBER

PVC

DIP

VR

PVC DIP DIP DIP

PVC DIP DIP DIP

VR

VR DIPDIP PVC

PIPE SUPPORT
SCALE: NO SCALE

PHYSICAL DISCONNECT CULINARY TO IRRIGATION
SCALE: NO SCALE

NOTE:

1. PIPE SUPPORTS SHALL BE SPACED SUCH THAT THE MAXIMUM SPAN 
BETWEEN SUPPORTS AND THE WALL IS 6'-0". THE SUPPORTS SHALL BE A 
PIPE STANCHION SADDLE MSS TYPE 37 GRINNEL FIGURE 264 OR 
APPROVED EQUAL.

2. PIPE MUST BE 2 12" OR LARGER.
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THRUST RESTRAINT

THRUST RESTRAINT
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